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HAKOFR-8T11

SMD Rework Station with Vacuum Pickup

Instruction Manual
o

Thank you for purchasing the HAKKO FR-811 SMD Rework Station.
This unit features digital control and display of hot air temperature.
Please read this manual before operating the HAKKO FR-811.
Keep this manual readily accessible for reference.
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1. PACKING LIST

Please check to make sure that all items
listed below are included in the package.

HAKKO FR-811 station
Grip stand assembly
Power cord
USB cable

— ot — ),

HAKKO FR-811
station

1 Tapping
| screw
L=
Vacuum pipe
control knob (L)

K
Heat \ -

-

A

USB cable

52
Thermocouple

resistant
pad Power cord

2. SPECIFICATIONS

Heat resistantpad 1
Vacuum pipe control knob (L) (with Tapping screw) 1
Pads (@3 mm (0.12in.), 65 mm (0.20in.), 67.6 mm (0.3in.)) 2 each
Thermocouple 1
Instruction Manval 1
Temperature distributionchart 1

Software
(CD-R)

Grip stand
assembly

xCompatible model
Bottom Heater
C5013 (100V 3 wired cord & American plug)
C5014 (110V 3 wired cord & American plug)
C5015 (127V 3 wired cord & BR plug)
C5016 (120V 3 wired cord & American plug)
C5017 (220V 3 wired cord & American plug)
C5018 (220V 3 wired cord & Chinese plug)
C5019 (220V 3 wired cord & European plug)
C5020 (220V 3 wired cord & BR plug)
C5021 (230V 3 wired cord & BS plug)
C5022 (230V 3 wired cord & Sl plug)
C5023 (230V 3 wired cord & European plug CE)
C5024 (230V 3 wired cord & BS plug CE)
C5025 (220-240V 3 wired cord but no plug)
C5026 (230-240V 3 wired cord & Australian plug)
C5037 (220V 3 wired cord & European plug KTL)

Power consumption | 100V-700W 110V-840W 120V-820W
220V-1100W 230V-1200W 240V-1300W

@ Handpiece

Power consumption| 100V-670W 110V-810W 120V-790W
220V-1070W 230V-1170W 240V-1270W

Total length (w/o cord)| 250 mm (9.8 in.)

Weight (w/o cord) | 180 g (0.40 Ib.)

*This product is protected against electrostatic discharge.
*Specifications and design are subject to change without notice.

@ Station

Power consumption | 30 W

Capacity (Airflow) | 001 - 100% (5 - 115L/min*)

Control temperature| 50 - 600°C (120 - 1120°F)

Outer dimensions | 160(W) x 145(H) x 220(D) mm

(6.3 x5.7x8.7in.)

Weight 1.5kg (3.3 1b.)

* Airflow capacity is rated as free flowing. Restrictions
created by various nozzles may reduce the maximum
airflow capacity.

/\ CAUTION

the following instructions:

2. Be sure to ground the unit during use.

This product includes such features as electrically conductive plastic parts and grounding of the handpiece and
station as measures to protect the device to be soldered from the effects of static electricity. Be sure to observe

1. The handle and other plastic parts are not insulators, they are conductors. When replacing parts or repairing,
take sufficient care not to expose live electrical parts or damage insulation materials.




3. WARNINGS, CAUTIONS AND NOTES

Warnings, cautions and notes are placed at critical points in this manual to direct
the operator’s attention to significant items. They are defined as follows:

A WARNING: Failure to comply with a WARNING may result in serious injury or death.

/\ CAUTION : Failure to comply with a CAUTION may result in injury to the operator,
or damage to the items involved.

NOTE : ANOTE indicates a procedure or point that is important to the process
being described.

/A\WARNING

To avoid damage to the unit, do not turn the power switch OFF until the pump stops
automatically by cooling down after use.

When powered, the temperature of the hot air and the nozzle will become extremely hot, reaching
a maximum temperature of 600°C (1120°F). Be sure of the following to avoid possible burns / fires :
@® Do not direct the hot air toward personnel or touch the metal parts near the nozzle.
@ Do not allow the nozzle to come close to, or touch, flammable materials.

@ Inform others in the area that the unit is hot and should not be touched.

@ Turn the power off and allow the unit to cool when changing parts or storing
the HAKKO FR-811.

@ This unit is for counter or workbench use only.

@ This appliance can be used by children aged from 8 years and above and persons
with reduced physical, sensory or mental capabilities or lack of experience and
knowledge if they have been given supervision or instruction concerning use of the
appliance in safe way and understand the hazards involved.

@ Children shall not play with the appliance.

® Cleaning and user maintenance shall not be made by children without
supervision.

To prevent accidents or damage to the HAKKO FR-811, be sure to observe the following:

/\ CAUTION

@ Turn the power off when not in use, or left unattended.

@® Do not strike the handpiece against hard surfaces or otherwise subject it to physical shock.
@ Be sure the unit is grounded. Always connect power to a grounded receptacle.

® Do not modify the unit.

® Use only genuine HAKKO replacement parts.

® Do not allow the HAKKO FR-811 to become wet, or use it when hands are wet.

® Remove the power cord by holding the plug - not the cord.

@ Be sure the work area is well ventilated.




4. PART NAMES

@ Station

(DPower switch W (2Control Knob

/| ™ 5
"+ | (3S (START/STOP) button

Receptacle*!
(for bottom heater)

@V (VACUUM) button

T/C connector*! . » ®T/C connector
(for bottom heater) - T (for Handpiece)

%1 Refer to the “H Connection with the bottom Heater” in page 28.

@) —._a\v
| i_(

v/

®USB device

terminal Power receptacle

|

(7USB I/F terminal

(DPower switch
This switch turns the power ON and OFF.

(2Control Knob
There are 4 main types of control knob operations.

- Turning the control knob left or right changes values
or changes the selected item.

- Tilting the control knob left or right shifts the selected
position or changes the selected item.
(Example: When the hundreds digit in the temperature setting
screen is blinking, tilting it once to the right will shift
the selected position to the tens digit.)

- Tilting the control knob up or down changes the selected item. <f>
- Pressing the center of the control knob confirms input of data *

Turning left or right Tilting left or right

values and ends the input mode for that data.

Tilting up or down Pressing center



®3S (START/STOP) button

* MANUAL mode
Pressing this button once starts the blowing of hot air.
Pressing this button again starts cooling down, and when the temperature has reached 100°C or
90 seconds since the start of cooling has passed, the blowing of air is automatically stopped.

* AUTO mode
Pressing this button once starts the program.
Pressing this button again starts cooling down, and when the temperature has reached 100°C or
90 seconds since the start of cooling has passed, the blowing of air is automatically stopped.

@V (VACUUM) button
Pressing this button switches the vacuum pump ON and OFF.

(®T/C connector (Labeled with "P"; for parts)
Insert the thermocouple in the thermocouple connector;
then, bring the tip of the thermocouple into contact with
any location where you want to take measurements.

/A\CAUTION \
If the measurement unit is lower than the temperature
of the internal station, you will see the temperature

inside the station is on the monitor. \

When selecting the “Part” (refer to the “Sensor selection”
in page 11), HAKKO FR-811 can make control from part temperature during the measurement.

NOTE :

* A 20.1mm thermocouple (B5127) is sold separately. It can be used for measuring the temperature in
gaps, etc. into which the 0.2mm thermocouple cannot fit.

* Heat-resistant tape (B5130; 100 strips) is sold separately. It can be used for attaching a thermocouple
to a part.

®USB device terminal
A USB memory device can be plugged into this terminal and data can
be stored onto the device, read from the device, etc.

A\CAUTION

*When using a USB memory device, be careful of static electricity.
*When using a USB memory device, be careful not to bump the device
against objects or drop the device.

@USB I/F terminal
A USB cable can be plugged into this terminal for connection with a PC.

By connecting the HAKKO FR-811 to a PC, the PC can be used for
performing settings or for storing or reading data.
(refer to the “7. CONNECTION WITH PC” in page 19)

/A\CAUTION
USB memory and a USB cable can not be used at the same time.




o Handpiece S (START/STOP) V (VACUUM)

button button

(3Sensor (internal)
(DPad This sensor detects the AN
The pad absorbs parts. temperatu\re of the hot air. )

[/ 5 ",gﬂ%

(2Vacuum pipe @Vacuum pipe control knob
Nozzle The pad is mounted on the This knob controls the length
(not included) tip of the vacuum pipe. of the vacuum pipe.

(®Pick-up indicator
The movement of the vacuum pipe can be checked here.

5. INITIAL SETUP

A. Station

@ Connections (s
1. Connect the power cord to the power receptacle on the rear of the station. L ~ Q\ .

2. Connect the thermocouple to the T/C connector. @
(When using in T/C mode) RS
A\CAUTION ) Tocomen
* If connection is not performed properly, an error will be displayed. ﬁhﬂmmupb
* There are T/C connectors for the handpiece side (Labeled with "P") P
and the bottom heater side (Labeled with "B"). Be sure to connect ’\\ Circuit board side
the thermocouple to the proper T/C connector. D N §>

3. Plug the power cord into a wall socket.
Check that the power switch is set to OFF and then plug in the power cord.

A\CAUTION
This product is ESD-protected. Be sure to use a grounded wall socket.

B. Handpiece

ACAUTION
The nozzle and pad will be heated at high temperature. Cool them before replacement.

NOTE:
The handpiece can be used with the provided vacuum
pipe control knob (L).

® Using vacuum function operative nozzle

1. Attach the nozzle.
a. Extend the vacuum pipe using the vacuum pipe control knob.
b. Pass the vacuum pipe through the nozzle hole and attach the nozzle.

/\CAUTION

® Vacuum pipe
Do not use excessive force. When not using a nozzle,

retract the vacuum pipe to the shortest length.




2. Attach the pad.
a. Attach the pad.
b. Adjust the pad to an appropriate position.
Adjust the vacuum pipe so that the pipe and pad protrude as little as possible.

/A\CAUTION

® Pad
The pad does not last indefinitely. When it becomes deteriorated, replace it. Since exposure to
high temperatures causes it to deteriorate faster, Hakko recommends it be cooled after use.

® Using vacuum function inoperative nozzle {N51-01(G), N51-05(G)}
a. Retract the vacuum pipe to the shortest length using the vacuum pipe ~  — ||>7
control knob. 3 -

/A\CAUTION
The new N51-01/N51-05 nozzle has a pipe

guard inside. These nozzles could not be
attached to HAKKO FR-811 when the vacuum
pipe is extended. Do not use excessive force.

® N51-01 6

1
1
1
\

b. Tighten the nozzle mounting screw.

NOTE .
Letter “G” is marked on the
nozzle with the pipe guard.

/\CAUTION
When “G” is not marked on the nozzle, these nozzles do not

have space to blow hot air. using them with the HAKKO FR-811
may result in danger.

® How to Use a old nozzle

Align the projection part, attach the old nozzle to the heater pipe.
Screwing position

[a7. Projection part Projection part
. @ —

Projection part (high)
There are two projection with _/ R
different heights. Align the
nozzle screwing position with
the higher projection part of

Projection part

N\

the pipe.
Projection part (low) A\CAUTION ] o
_ When attached in the wrong direction,

xWhen using the QFP nozzle, remove the the nozzle could not be fully inserted

M3X5 Make sure to attach the nozzle in the

correct direction.
QFP nozzle

/\CAUTION

® Vacuum function inoperative nozzles. (Old nozzle)
A1124B, A1130, A1131, A1132, A1133, A1134, A1142B, A1183, A1190, A1191, A1192, A1325
These nozzles could not be attached to HAKKO FR-811 when the vacuum pipe is extended.
Do not use excessive force.
A1124, A1142
Do not use these nozzles with HAKKO FR-811. These nozzles do not have space to blow hot air,
using them with the HAKKO FR-811 may result in danger.




C. Grip stand assembly

@ Set up the grip stand assembly.
Set up the grip stand assembly in the
figure below steps.

Ai}guard

@
!
@

Grip stand holder @ <%

%Change the direction of the air guard
Change the mounting direction of the air guard.

/\CAUTION

When you change the orientation, please adjust as air guard does not hit the ground.

D. Electrical Connection and Power ON

1. Connect the power cord to the power receptacle
on the back panel of the station.

2. Place the handpiece on the grip stand assembly.

3. Plug the power cord into a grounded wall socket.

4. Turn the power switch ON.

/A\CAUTION
@ Vacuum pipe

retract the vacuum pipe to the shortest length.

Do not use excessive force. When not using a nozzle,

A\ CAUTION
The HAKKO FR-811 is protected against electrostatic
discharge and must be grounded for full efficiency.

E. Setting Date & Time

When you first turn on the power to make the
setting of the date.

Set in the following operation

/) N\
4-/\-} Changes the Changes values

\\\\// selected item

Enter

A\CAUTION
When not in use, place the handpiece
on the grip stand assembly.

%When you place the handpiece to the
grip stand assembly, operation
is stopped. In this case, it does not
work when you press the S button.

Set .
Date and Time

\I/\1/

20[3/01/01/00:00

ZINZIN




6. OPERATION

® INSTALL/REMOVE
@ Installation

Apply an appropriate amount of solder paste to the P.W.B.
(DPart suction and positioning

Have the part sucked by the pads and position the

part on the P.W.B.

(2Heating
Hot air blows from the nozzle to melt the solder.

(3Cooling
Heater is stopped, cooling begins.

@Lift the handpiece
Make sure the solder has hardened before lifting
the handpiece.

@® Removal

Mount the nozzle and pads on the part to be removed.
(DHeating
Hot air blows from the nozzle and melts the solder.

@Part removal
Lift the handpiece and remove the part from
the P.W.B.

(3Releasing the removed part
Release the removed part, turn off the vacuum.

(@Cooling
Heater is stopped, cooling begins.

=1

/A\CAUTION

Solder remaining on the P.W.B. (printed-wiring
board) will be deteriorated. Use a solder sucker
or wick to remove remaining solder.




Regarding settings, some settings can be performed directly from the top screen and some settings are

performed by opening the menu screen.

A. Mode selection

2 modes can be selected on the HAKKO FR-811 according to how it will be used.

The screens are different for the different modes.

Example: MANUAL mode and AUTO mode display examples

MANUAL mode 5 AUTO mode 5
WANUTOPRBTHE] AUTOTOPMBTHE, |t o dsbay e ion
0T IO k| AR erere
00 bb\?PENEg % R 00 OPENEnPTEIEIEIElg
TC P - -9 TC ---% o
TC B - % \'I_'_C}___I_B_ _____ - __—__—_‘ic_,. :

Check the mode
@ Display during operation

By connecting the thermocouple (refer to tha page 4),
the temperature will be displayed.

~— Hot air (Handpiece)

~ — Vacuum

Heating Cooling Vacuum

--------- N N7 - \| /=
TOPE;BTMH m=p TOPP BT==> TOPP BT IBTME: BTMllm
""""" —_— 71N /1 \—

TIME AlR Flashing VE AlR Flashing

100« 0506 ) \ﬂe 050,
During bottom heater operation, [H] will be displayed to the right of BTM in the same way.

® Mode selection
@ )

AN TOPEBTME

Z%%%1 prof?2
00 DCOPENED P'TE“%IEEIEI
TG P ---%

TC B - - -°%

1

AUTOTOPE BTME

USB MEMORY
Exit

1

MODE CHANGE

UK MANUAL

(DIn the top screen, turn the control knob
to move the cursor to AUTO or MANU.

(DAfter selecting, press the center of the
control knob.

(3)In the menu screen, turn the control knob
to move the cursor to MODE CHANGE

(DAtfter selecting, press the center of the
control knob.

(®In the menu screen, turn the control knob
to select AUTO or MANUAL.

(B)After selecting, press the center of the
control knob. The display will return to
the menu screen.

/A\CAUTION

When the HAKKO FR-811 is operating, mode change can not be performed.




B. MANUAL mode settings

In the top screen, the cursor can be moved to the items for which settings can be changed by
turning the control knob to the left or right. The items which can be set are as follows:

1. Menu screen (P.11) 4. Timer 6. Airflow setting (P.12)
setting (P.12) !

gl

When an item is selected, if no
control is performed for

TOP TI N. F A 1R approximately 4 seconds, the

1
1
1
1 Note:
1
1
1

——— - — - ______.\

! 1 ! display will return to the normal
e o! 100 I0500 screen
LY v - PORLL " A _qJ : /O' )

1
|
| J _______
1 N —
|l TCTE oo
I_0
: T C : B ~ C
| |
| : !
1 1 ! ay
2. Temperature 3. Offset 5. Timer mode @ Initial Value
setting (P.12) temperature selection (P.12) Set Temp  Air Timer RAMP Timer mode
setting (P.12) 300°C 50% --- -- Opened

%In the top screen, tilting the control knob up or down switches between the handpiece
section and bottom heater section of the display screen.

Note:
Switching cannot be performed in the middle of changing a setting.

 Bottom heater display screen

Menu screen  Mode

*

|
|
|:$ The mode can be set to T/C mode in which the
= —— temperature of the circuit board is measured using a
BTM 'TC! RAMP thermocouple or POWER mode in which output power
,’1‘5 0‘ ST is controlled.
A T /Si| 7 ™ When POWER mode is selected, the setting becomes
TC P ! o | the output power.
=== | *okk :
TC B _: - -9 | When T/C mode is selected, the startup rate can be set.
|
I 1
Temperature setting Startup rate
(output power setting**) setting™*

*When pressing the S button (on the station) on the display screen of the bottom heater, bottom
heater works / stop. (refer to the “@ Connection method of the bottom heater” in page 42.)



11

1. Menu screen

In the menu screen, turning the operation knob left or right will move the cursor. If you move the cursor
to the desired item and press the center of the operation knob, you can perform the settings for each item.

MANUTOPEBTME

MO?E CHANGE

OP SET
USB MEMORY
Exit

— I

-1 L—

(DChanging modes

To top screen

Refer to the "@ Mode selection" in page 9.

(@Various settings of hot air (handpiece) heater

MANUTOPEBTME

—— (DChanging modes (MANUAL or AUTO)

(@Various settings of hot air (handpiece) heater

Saving profile stored in the station to a USB memory device.
Reading profile stored in a USB memory device into station.
(Not used in MANUAL mode.)

l_ Sensor selection (Select TOP or PART)

TOP SET
TC LINK TOP ,
RAMP RATE --%C/Ss T
Exit

|—To menu screen

+ Sensor selection (Select TOP or PART)

Ramp rate setting (01 to 10° C/s, "--")

Perform control
using handpiece sensor.

Perform control using

MANUTOPEBTME "L" will be displayed when
e L & CK) P SE -L.I_—O—P" PART" is seIecI:ted.
[ I i
RAMP RATE Uw=¢/ ¢ P ---om
E'xit TS ‘TC B ---°¢-
]
]
L __._ noo
/ N ! : =
| I & :\i —
| s ! ey
: / Select TOP. 'l Select PART. : Thermocouple
| . <--—-—---=- - - Ak = = = === = > : { Circuit
I I
1 1

— e e e o o e = = =

- RAMP RATE (rate of temperature rise) setting

S < glrd side
/

N thermocouple sensor.

— e e e o o e = = =

The ramp rate of the startup temperature can be set to between 1°C and 10°C (per second).

Note:

When "--" is set, the ramp rate is not controlled and normal electrical power is applied.

/\CAUTION

Restrictions created by various nozzles may reduce the rate of temperature rise.

|
|
|
|
|
|
]



2. Setting the Temperature

The temperature range is from 50 to 600°C. (120 to 1120°F)
If you enter a value outside the temperature setting range, the display returns to

the hundreds digit, and you have to enter a correct value.

~ % Preset mode

can be programmed).

MANUTOPEBTM

[ |
TOP TIME AlR
200+, 100s 0909
00 OPENED
TC P ---% PE
TC B ---%

N
Select the preset number with 4= =
—

\

@ Initial value

In addition to the procedure described remove above, HAKKO FR-811 includes a preset mode
allowing the selection of temperature from the options you define (up to 5 temperature settings

Set Temp  Air  Timer RAMP Timer mode

PRESET1 100°C 50%  --- - - Opened
PRESET2  200°C 50%  --- - - Opened
PRESET3  300°C 50%  --- - - Opened
PRESET4  400°C 50%  --- - - Opened
PRESET5  500°C 50%  --- - - Opened

The procedure for making changes to the preset temperatures is the same as the "2. Setting the
Temperature". Enter the parameter setting to change the mode.
(refer to the “8. PARAMETER SETTING” in page 26.)

3. Offset temperature setting

Setting is available within the range of +50°C (90°F)

A\ CAUTION

value is not effective.

If the total of a set value and an offset value exceeds 600°C, the exceeding portion in the offset

4. Timer setting

The timer range is from 001 to 999 sec and “---(«)” .

5. Timer mode selection
Timer mode setting can be switched
between the Opened timing and the
Closed timing modes.

Opened timer

Count starts from the set temperature
reached

Closed timer

Count start from energization

6. Airflow setting

The air flow setting range is 001 to 100 (%).

Set in the following operation

ﬂ Selected position and

g// the preset number

Closed timer time

[0)
2 | Opend timer time
9]
£
Q Stable
< (b‘:o\(‘
N
$
RS
—Time

/-\ Changes values and
the selected item

Enter

12



C. AUTO mode settings

In the top screen, the cursor can be moved to the items for which settings can be changed by turning the
operation knob to the left or right. The items which can be set are as follows:

1. Menu screen (P.13)

_______.;

13

0

—

2. Profile 4. Offset temperature 5. Timer mode 3. Profile No. settings (P.18)
settings setting (P.12) selection (P.12)
(P.15)
Set in the following operation
=\ N 2 3
«//\* Selected position Changes values and Selected item Enter
p .
\&k/// the selected item *

1. Menu screen

In the menu screen, turning the operation knob left or right will move the cursor. If you move the
cursor to the desired item and press the center of the operation knob, you can perform the settings

for each item.

MANUTOPE BTMH

0
USB MEMORY
Exit

MODE CHANGE ——
TOP SET

[

|
- 1 L
S

(DChanging modes

Refer to the "@ Mode selection" in page 9.

(@Various settings of hot air (handpiece) heater

AUTOTOPE BTMHE

(DChanging modes (MANUAL or AUTO)

(@Various settings of hot air (handpiece) heater

(3For reading/saving of profiles using a USB memory device.

To top screen

Sensor selection (Select TOP or PART)

TOP SET
E 8 . L |ANCKt Ve 6% —:,— "Change on the fly" setting
E ;[(all tr t TMG Temp—1__ 14 timing of the hot air operation

To menu screen



+ Sensor selection (Select TOP or PART)

Refer to the "Sensor selection" in page 11.

+ "Change on the fly" setting

Select ON or OFF for the "Change on the fly" function.

AUTOTOPEBTMHE

- - - 1
R - o]
1
1

Changing value Displayed when
value is changed.

AUTOTOPE BTMHE
ZONE1 prof?2

100 5750

0 O OPENED P

— %XSelect ON for the "Change on the fly" function.

During operation, it will change the set temperature
ZONF1 prof?2 perform the following operation.

100+,
e (’8 OPENEDOP 1 I;I—g— - -%I Changes values
C

The temperature range within which change can
| . be performed is +25°C from the initial

After operation has been completed, whether or not to save the changed temperature setting
will be checked. Select Y to save the changed temperature setting or N to not save it.

Set in the following operation

Select @ Enter
---%C.0 R

TC
18 B - - %G Y /N

Save temperature check

/\CAUTION
The current profile is overwritten.

For details, please refer to page 25.

%"Change on the fly" allows settings for each zone to be made and saved.

* The timing of the hot air operation

Set the timing for the operation of hot air.

Temp: Once the bottom heater reaches the set temperature hot air works.
0 sec: Bottom heater and hot air will work at the same time.

% When you select the POWER mode in PRE ZONE SET (refer to page 16), this setting is disabled.

Operation examples, please refer to page 17.

(3Reading/saving of profile to USB memory device

Select reading a profile stored in the USB memory device or saving a profile to the USB memory device.

(This item cannot be selected if there is no USB memory device plugged in.)

14



2. Profile settings

Pressing the center of the operation knob while the temperature is selected will change to the profile

tting screen. . . . .
Setting Turning to setting screen will be displayed below.

AUTOTOPEBTMHE AUTOTOPEBTMHE
Z ] prof?2 PROFILE SET
TIMER MODE  OPEN
0Q Copene P"I_"EIE’IEIQQ COMMENT
Tg B --- PRE ZONE SET
T, B ---% ZONE1T SE
while the temperature is selected.
The following settings can be changed from this screen:
(DRENAME — Input profile name.
(QTIMER MODE  — Select opened timer or closed timer.
@ Initial Value Timer mode
Opened
(3COMMENT — Input comment.
(@PRE ZONE SET — Bottom heater settings
@ Initial Value ON/OFF Mode Power Timer
PRE ZONE OFF __ POWER 50% __ 150sec.
(®ZONE 1 SET — Set Zone 1 settings.
®ZONE 2 SET — Set Zone 2 settings.
(?ZONE 3 SET — Set Zone 3 settings.
(8ZONE 4 SET — Set Zone 4 settings.
(@ZONE 5 SET — Set Zone 5 settings.
(0ZONE 6 SET — Set Zone 6 settings.
@ Initial Value ON/OFF  SetTemp Air Timer  RAMP _ Vacuum
ZONE1 ON 100°C 50% _ 10sec. - - OFF
ZONE2 _ ON 200°C 50% _ 10sec. - - OFF
ZONE3  ON 300°C 50%  10sec. - - OFF
ZONE4  ON 400°C 50%  10sec. - - OFF
ZONE5 _ ON 500°C 50% __10sec. -- OFF
ZONE6 __ ON 600°C 50% _10sec. -- OFF
(PDEMO MODE — Read sample data for demo mode.
@PROFILE COPY — Copy a desired profile to another profile.
<EXIT> — To top screen.

Set in the following operation

s Q) = @ -



(DRENAME (Input profile name.)
Up to 10 characters can be input for the profile name. The characters that can be input are

ASCII characters (without “,” ). If you select the " ¢ " after the character will disappear.

(2TIMER MODE (Change of countdown method.)

Timer mode setting can be switched between the Opened timing and the Closed timing modes.

(3COMMENT (Input comment.)
Up to 100 characters can be input for the profile name. The characters that can be input are

ASCII characters (without “,” ). If you select the " ? " after the character will disappear.

(@PRE ZONE SET (Setting bottom heater settings.)
The various settings of the bottom heater can be performed.

First, select whether the bottom heater function will be ON or OFF.

* When ON is selected:
When ON is selected, the following settings can be performed.

OPE MODE

Select POWER mode or T/C

POWER setting

TIMER setting

—— When T/C mode is selected:

mode.

——— When POWER mode is selected:*'

Output power setting (001 to 1009%)

Time to transition to the next zone
(001~999s)

RAMP RATE setting

Temperature rise rate setting
("--"*2, 01 to 10°C/s)

TEMP setting

Heating temperature setting (50 to 250°C)

%1 When selecting the POWER mode, the setting of the START TMG (refer to page 14) is disabled.
%2 When "--" is set, the ramp rate is not controlled and normal electrical power is applied.

When selecting the AUTO mode, bottom heater will operate until the profile is completed.
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Example :

POWER mode
TIMER ,
|
! o
— ! o
5 . 1%
g | /'r ©
. N o
o ——Hot air ! / =
T —— Bottom heater ! // 2
L <
B [ | .I _____
« o T
g Y
) 7
o \/
—Time

T/C mode (START TMG : Selected “TEMP” ) T/C mode (START TMG : Selected “Osec” )

o | —— Hot air o ——Hot air
% ! —— Bottom heater =] —— Bottom heater
© ! ©
© L - o -
o | r o r
GE) | /_/ GE) /_/
|
= o - /
T ! / T /
L /
I D ; N P A
& / <
o S o / W
E Vw\q : / E / \&?Q‘
FLS "/ L
—Time —Time
/\CAUTION

When the setting is not connected to the bottom heater in a state of ON, HAKKO FR-811
will not operate.




(5ZONE 1 SET (Setting ZONE1)

¢

10ZONE 6 SET (Setting ZONE6)

The hot air setting is performed. The same items can be set for each zone. First, select
whether the selected zone function will be ON or OFF.

* When ON is selected:
When ON is selected, the following settings can be performed.

RAMP RATE setting | Temperature rise rate setting ("--"*, 01 to 10°C/s)

Setting the Temperature Heating temperature setting (50 to 600°C)

Setting the Timer Heating time setting (001 to 999s)

Setting of the air flow | Airflow rate setting (001 to 100%)

Vacuum setting Vacuum function ON/OFF setting (ON/OFF)

*When "--" is set, the ramp rate is not controlled and normal electrical power is applied.
/A\CAUTION

If you enter a value outside the temperature setting range, the display returns to the
state of setting wait again.

()DEMO MODE (Read the sample data for the demo)
Simple settings for the demo, which is built-in to the station will be loaded.

@PROFILE COPY (Copy any profile data to another profile)

Copy any profile data to another profile.

3. Profile number setting

Select the place of the profile name, you can make the selection of profile No. Turn the control knob.

4. Offset temperature setting

Please refer to the “3. Offset temperature setting” in page 12.

5. Timer mode selection

Please refer to the “5. Timer mode selection” in page 12.
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7. CONNECTION WITH PC

When you connect the HAKKO FR-811 and the PC, you can transfer the profile data to
each other.

Connected to a PC

® Confirmed operating environment

The operation of the accompanying software has been confirmed in the following environment:
OS : Windows 7/ 8.1
Microsoft .Net Framework 4.5 or higher

@ Installing driver

When connecting the HAKKO FR-811 to a PC, it is necessary to install the driver.
Follow the procedure below to install the driver.

A\ CAUTION
You must be logged in with Administrator rights to install the driver.

1. Connect the HAKKO FR-811 to the PC using the included cable, and turn the power
switch of the HAKKO FR-811 ON.

2. Installation will start, but it will not be able to be completed normally.

3. Right-click on "CENTE" in "Other devices" on Control Panel > Hardware and Sound
> Device Manager to open the right-click menu and click on "Update driver software".

. Select "Browse my computer for driver software".
. Select the included CD as the browse destination.
. “Select "Install this driver software".

. After a short while the installation will be completed and "HAKKO USB Device" will be
added to the Device Manager.

N o o b~



® Preparing to use the PC software
The HAKKO FR-811 PC Software was created using Visual Studio 2013 C++. If the Visual
Studio 2013 C++ runtime is not installed on the computer, the software will not run properly.
Install the runtime according to the procedure below.

1. Run "vcredist_x86.exe" on the included CD.

2. Put a check in the checkbox and click "Install".

3. Wait until the installation is complete.

xInstaller of Microsoft Visual studio 2013 C ++ included in the supplied CD-ROM will be displayed
in English. If you want to other language, select the language in the following website, please

download the file.

« Visual C++ Redistributable Packages for Visual Studio 2013

Microsoft web site . http://www.microsoft.com/

After downloading the file, run "vcredist_x86.exe".

@ Using the PC Software

Copy the HAKKO FR-811 PC Software file "FR811_PCSoftware.exe" to any folder on your
computer. When FR811_PCSoftware is run for the first time, a "Files" folder will be created

in the same folder as the software. FR811_PCSoftware will store graph data, etc. in the "Files"

folder. PCSoftware can be used according to the following procedure.

1. Ensure that the device is connected with the PC using a USB cable, and turn the power switch ON

of HAKKO FR-811.

2. "P" is displayed on the monitor the lower right corner of the HAKKO FR-811.

~ Connecting

~ Communicating

A7

AR

When the "P" does not appear, it is not connected properly, or driver software might
not have been installed correctly.

prof?2 prof2D Be displayed prof2D
— ] alternately. []
NEDP1E|9 NEDOP'IEII§|45 —) NEDP1?%4SQ
- - C ex - - NV, - -%
- - C /\E__P_,: - _OC /E\_ - _OC
/\CAUTION

3. Double click the software “FR811_PCSoftware.exe” and start it.
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@ Setting and operation screen

(®Upload to the
) HAKKO FR-811
(DReading (P.23)
existing files— (?Download to the PC
(P.21) (P.23)
@Creat_e S Delgting selected __ — (@Reading demo mode(P.23)
new file profile data
(P22) (P.23)
FR-811 Fsoftware e 1x]
@Input file File | Profile  Afcess Graph  potions  Help
name (P.22)
I ] JrTlo:ev Type @ Opened O Closed ®Zone Settlngs
o o un (handpiece heater)
( Bl B [mee =30 ||ET: | g (P.23)
| a g‘“g g%ﬁ% Hzones  |[_<) o T 6| O on ® oFF l
®Select profile 1 ST | oo % o . Hlomer @)Zone settings
(50) (P.22) com;ﬂ(:@w‘“ I @roes  |F9) o c O N orF (bottom heater)
| 7?5;0“ OTC @® POWER ] (P2‘|‘-)
. | — [ = [ e =[] Setting of
@lnput i I[HC] |Spaw [o-1000°C [+] Tme [ss/div \v\l Xe/ er:lagXIos
CO m m e nt 900 | — | ?oe:lj:zcnlal offset
(P.22) Saving a0 Oesvespure || o s
File 700 o | ™
100 EE E;D o
@D|Splay|ng graph 0 5 10 15 20 [5350] 30 35 40 45 50 — G{IDE BOTTOM
P24y || T T ——
@3Clearing graph (P.24) Guide 1®Showing guide line
(P.24)
csv capture  (@Saving graph (CSV) (P.24)
. . Top Horizonal offset  19Sliding guide line
(Starting graph charting (P.24) (P.24)
(®Stopping graph charting (P.24)
@Saving graph image(BMP) (P.24)
A. Setting
(DReading existing files
Files stored on a PC can be opened. A single file can File data
contain up to a maximum of 50 profiles.
—— | Profile1
/\CAUTION A 2 Max. 50
All currently open profile data on the PC will be '
overwritten. Be careful not to delete profiles that Profile50
you need.




(2Create new file

Creates a new file. The software will ask whether to save the current profile. Select

to save it or to not save it.

Input file name

Input the name of the file to create. Characters which can be input are ASCII characters other than ".".

@Select profile

Select the profile for which you want to perform settings from among the profiles in the created file.

xCreate a new file

1. Select profile and double click it.

2. Enter the new profile name. Click the

button once more to complete
the procedure.

3. A new profile data is created. Change settings as needed.

1
2(
3(
4(
Select profile _<: gENO DATA
(50) 7
8(
9
10
11

P}‘ile

L

.

Profile name

Current Profile Name : (NO DATA)

New Profile Name : H ‘

0K ] [ cancel

For the items which can be changed see (0 "Zone settings (soldering iron heater)" on p. 23

or () "Zone settings (bottom heater)" on p. 24.

®Input comment

Up to a maximum of 100 characters can be input for the comment. Characters which can be input

are ASCII characters other than ".".

Example) How to name a file or profile
Input the board name for the file name and the part

name for the profile name.

This allows easy understanding of which board the
selected file is for and which part the profile is for.

If the conditions during operation, caution items, etc.
are input as the comment, errors can be prevented.

Profile name

0

F

File name

22
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®Upload to the HAKKO FR-811

1. To upload created profile data to the HAKKO FR-811, click .

All select © Check this to upload all 50 profiles.
Upload '
|
1
Upload ' X
PC-> '
PC-> !
pmmmmmm s
1
NewFile 1 Oaseect
S | I S s
NewFile 1-10 11-20 21-30 31-40 41-50
A Profiteot 0 No paTA) I o paTA) I (no DATA) 1 (No DATA)
1 - 1 0 O (NO DATA) 1 (No DATA) 1 (No DATA) O (NO DATA) 0 (NO DATA)
0 (NO DATA) (o DATA) [ (No DATA) 0 (No pATA) 0 (No DATA)
Profile01 1 (N0 DATA) 1 No DATA) o paTA) O (no DATA) [ (No DATA)
0 (NO DATA) 1 (No DATA) 1 (NO DATA) O (NO DATA) 0 (NO DATA)
/N naTa ] o DATA) [ No pata) I No pata) [ (no DATA) ] o DATA)
] (No DATA) I N0 DATA) o oaTA) (o pATA) ] (No DATA)
0 (NO DATA) 1 (NO DATA) 1 (NO DATA) (N0 DATA) 0 (NO DATA)
0 (NO DATA) o DATA) (o DATA) 0 (o pATA) 0 (No DATA)
CheCk the prof"es that yoU want I_I'_I (NQ DATA) l_l'!lgo_DATA) l_l'!lgo_DATA) l_I:I (NQ DATA) I_I:I (NO DATA)
. I = LU [ = Y [ = Y P = P P = L
to upload in the Upload screen. el iy Py ey

All T Check this to upload each block of 10 profiles.
2. Click m to upload the data.

(DDownload to the PC

Download
1. To download profile data to the PC, click .
2. Click to upload the data.

NewFile

A\CAUTION 1-10
When uploading is performed in steps ® and (), all destination
profile data will be overwritten. Be sure to take measures such as
previously saving necessary profile data, etc. to avoid overwriting
necessary profile data by mistake.

Profile01

I/ (NN NATAN

. ) Check the profiles that you want to
(®Deleting selected profile data. download in the download screen.

To clear the currently selected profiles, click .

(9Reading demo mode
To read the internal profiles (select from 3 types), click .

(0Zone settings (soldering iron heater)

You can set the items listed below for ZONE1 to ZONES6. For conditions such as setting ranges, etc.,
please refer to page 18.

Timer mode selection

Timer setting

—TOP

Timer Type [ @ Opened O Closed

[/ ZONE1 E] T/s T s [50 e d[;N@ OFF

[/] ZONE2 E] /s c [ [[1o_Js||[50 J%||O oN® oFF

[/] ZONE3 E] T/s T [[[10Js||[50 J%||O oN® oFF

] ZONE4 E] T/s T s % O ON @® OFF

Zone functlop zones | | <) ©ss o ||l Js||[B0 ]»||O on® orF Vacuum function
ON/OFF setting zone6 | |[= <) ©ss o [|[[@_Js||[Bo ]»||Oon® orF ONJ/OFF setting
RAMP RATE Airflow rate setting
setting Temperature

setting











































































