Product matrix

OP-209 015, W30x FreeSight

OP-109 013, M30x EasyView

OP-209 010, W30x HD
*E, ESD-protecded
*M, IP64 housing

*F, Full HD

*E, ESD-protecded
*M, IP64 housing
*L, Laser pointer

*E, ESD-protecded
*M, IP64 housing

OP-006 660, Single-rod Boom Stand
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OP-006 663, Single-rod !
Boom Stand, Wall mount

OP-006 505, Foot Switch for XY Floating
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OP-009 019, Foot Switch for

OP-009 020, Camera Control Unit
Camera Control Unit
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OP-006 500, XY-floating Table

OP-006 501, XY-floating Table with
Position Lock

Table with Position Lock
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OP-006 662, Single-rod Boom
Stand, Table Clamp mount
OP-006 502, PCB tilt table, ESD- OP-006 333,
protected 1
OP-006 702, PCB tilt table with
electromagnetic position lock, ESD-
protected
‘.
/ OP-006 670, Single-rod Boom Stand, OP-006 2
Extended height for FreeSight P fo HD came

OP-006 109, Precision large-area
XY-board ESD protected
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OP-006 401, Foot Switch

P- 4, +2 Dioptt
for Image Capture Device OP-009 30 op !

Close-up Lens (f=500mm)

O,

OP-006 375, Polarization filter with
analyser for RingLight 80 LED system

O

OP-006 376, Diffuser for Ring-
Light 80 LED system

e

OP-006 380, Polarisation filter with
analyzer for RingLight 40 LED system

o

OP-006 383, Diffuser for
RignLight 40 LED system

e

OP-006 369, USB Image
Capture Foot Switch for OptiPix

OP-009 080, SD-CAP Full HD
SD-card Image Capture Device
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OP-009 305, +5 Diopter

OP-009 081, SD-CAP Full HD Close-up Lens (f=200mm)

with Digital Graticule OP-006 400, Digital Graticule

(custom designed)

OP-009 308, +10 Diopter
Close-up Lens (f=100mm)
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OP-006 310,Desk-top USB3.0 HD
Frame Grabber with OptiPix Lite

OP-006 608, Polarizer,
Linear, 58mm
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OP-006 385, White Ring-Light
set, 40 LEDs, Segment control with
Dimmer, WD 60-120mm

OP-006 382, Lens protection
& UV filter, 58mm
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OP-006 119, Optipix Full
OP-006 121, Optipix Full with Data Base

OP-006 190, Aluminum Transport Case,
450x350x250mm with Foam Inlet

OP-009 335, Aluminum Transport Box
600x400x410mm with Foam Inlay
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OP-006 199, Double-rod Boom Stand

In-line XY Stand

01, Focusing stand
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OP-006 368, White Ring-Light
Set, 80 LEDs, Segment control with
Dimmer, WD 120-500mm
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Optilia HD Inspection Systems

OP-109 014, M30x FreeSight
*F, Full HD

*E, ESD-protecded

*M, IP64 housing

*L, Laser pointer
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OP-006 599, 90 deg. Camera
Adapter for Boom Stand
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OP-006 334, 4-directions
Camera Tilt Unit

OP-006 328, Weight Less Parallel Arm

OP-006 370, Bright Field transmitted
LED illumination kit
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OP-006 387. Bright Field Polarized transmit-
ted LED illumination kit with rotatable analyser
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OP-006 378. Double-arm Spot-light incl.
Segmental control unit and power supply
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OP-006 388. Dark Filed transmitted LED
lllumination kit

OP-006 381, UV Fluores-

cent Ring-Light Set
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Empowering your vision!
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